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Quick start guide

Switch on the siren
Open the case of the siren

with a screwdriver and place o o
the siren’s power switch 4
on“ON". The power switch D

is located under the silicone
cover, inside the siren.

Adjust the siren duration

Place the switch 3 inside we_wisoe
the siren according to the
duration you want (30 D

seconds, 1 minute, 3 minutes).

@
Important, before going to step 3

- Make sure no delay is set up on your control panel
(if you have set up a delay, disable it first)

- Do not trigger any detector during the connection
of the siren, and do not stay in the scope of a
motion detector

- Do not use your remote control during the
connection of the siren

- Only mount your siren on a wall after you have
connected it to your control panel.




Connect your siren to your

control panel

Press the Connection

button 5 for one second.The D
LEDs light up: the siren is now in

connection mode for 20 seconds.

Press “Arm” or “SOS” on your control panel (not on the
remote control). You hear one beep: the siren is now
connected to the control panel.
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A piece of advice
When holding the siren, make sure you do not press
the tamper switch 1 :the siren may ring out.

Put back the silicone cover @
To protect water from leaking
into the circuit board, put back
the silicone cover. Make sure the
circuit board compartment is
properly sealed.
















Standards
X

This product bears the selective sorting symbol for

waste electrical and electronic equipment (WEEE). This
means that this product must be handled pursuant to
European Directive 2012/19/EU in order to be recycled or
dismantled to minimize its impact on the environment.
For further information, please contact your local or
regional authorities. Electronic products not included in
the selective sorting process are potentially dangerous for
the environment and human health due to the presence
of hazardous substances.
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In compliance with European laws. This product is in
compliance with the essential requirements and other
relevant provisions of Directive 2014/53/EU.

This product was designed and manufactured in
compliance with Directive2011/65/EU of the European
Parliament and of the Council on the restriction of use of
certain hazardous substances in electrical and electronic
equipment (RoHS Directive - RoHS) and is deemed to
comply with the maximum concentration values set by
the European Technical Adaptation Committee (TAC).

Manufactured in China.






